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QUICK START GUIDE
USB 3.0 Universal Docking Station

Safety Instructions

Always read the safety instructions carefully.

Keep this Quick Start Guide for future reference.

Keep this equipment away from humidity.

If any of the following situation arises, get the equipment checked by a

service technician:

« The equipment has been exposed to moisture.

« The equipment has been dropped and damaged.

« The equipment has obvious sign of breakage.

« The equipment has not been working well or you cannot get it work
according to quick start guide.

Copyright Statement

No part of this publication may be reproduced in any form by any means
without the prior written permission.

Other trademarks or brand names mentioned herein are trademarks or
registered trademarks of their respective companies.

Disclaimer

Information in this document is subject to change without notice. The

- System Requirement

-CPU: Dual core Intel or AMD, 2GHz or better

-RAM: 2GB or better (Intel i5/i7 or AMD 2GHz+, 4GB RAM or
better recomended for full-screen video playback)

-Microsoft Windows 7, 8, 10

-Chrome OS

-Mac OS X

. Specification

-HDMI supports resolution up to 4K@30Hz, DVI supports up to
1080P.

-Multiple display modes for more multi-tasking and intensive work.
-One build in USB3.0-A port for BC1.2 fast charging.

-Two USB3.0-A ports and four USB2.0-A ports to extend more USB
connectivity.

-Gigabit Ethernet port provides high-speed network and is backward
compatible with 10/100Mbps networks
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@ Headphone Output
@ Microphone Input

- Driver Installation

Before using this Dock, please make sure the latest PC/laptop
drivers have been installed. If drivers cannot be installed automatically,
please visit https://www.wavlink.com/en_us/drivers.html to find the
corresponding model and manually install them.
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2. Click on the“exe" file to start the installing process.
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3. Click the"REBOOT" button to reboot the computer and finish the
installation.
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. Hardware Connection
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1. Plug the Universal Dock in a power outlet.

2. You can connect any USB 3.0/USB 2.0 compatible devices to
the Universal Dock, the USB 3.0 interface is also backward
compatible with USB 2.0 devices.

3. The docking could support dual displays in different resolution,
HDMI supports 3840x2160@30Hz and DVI supports 1080p
display output.

4. Connect your microphone, headset to Headphone Output and
Microphone Input port.

- Display Settings

For Windows Users
1. Right-click at any spot on your desktop and select “Display

settings”.
View >
Sort by >
Refresh
Paste
Paste shortcut
Undo Delete Ctrl+Z

B NVIDIA Control Panel

New >

1 Display settings

& Personalise

2. In“Display”, please select either monitor 1 or monitor.
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Colour

Night ight
@ or

Night light settings

Windows HD Colour

(Get brighter, more vibrant icture in HOR and WCG videos, games and

3. Scroll down to the “Multiple displays”, and select the mode in
the drop-down list that is fit for your need.

Multiple displays
Duplicate these displays
Extend these displays
Show only on 1
Show only on 2

Connect to a wireless display

Advanced display settings

Graphics settings

For MacOS Users
1. Select “System Preferences” and choose “Displays”.

2. Click on “Arrangement” to change the position of displays
currently connected.

Extend Mode

3. To use the mirror mode, you have to mark the “Mirror Displays’
box below the central icon.

Mirror Mode

(DDue to privacy policy applied in Mac, you may experience the
following issue:

“SMI USB Display Driver Installer.pkg” can't

=t be opened b it was not d.
from the App Store.
<

Your security preferences allow installation of only
apps from the App Store.

www.siliconmotion.com

(2)Select “System Preferences” and choose “Security & Privacy”.
Click on “Open Anyway” to approve the driver installation.
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Notice:

Thank you for purchasing
WAVLINK product!

Official website: www.wavlink.com
Technical support: support@wavlink.com




