
ST504P说明书WAVLINK-E1
105G铜版纸彩色双面印刷，风琴折
成品尺寸：55x70mm
展开尺寸：110x70mm
设计：周磊磊

WL-ST504P
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Introduction

Specification

In the box
- 1 x USB 3.0 to Dual-Bay SATA Adapter
- 1 x Power Adapter
- 1 x Quick Start Guide

The USB 3.0 to SATA 3 adapter enables you to connect two 
HDD or SSD at the same time. The product is easily portable 
and supports 2.5’’, 3.5’’ HDD or 2.5’’ SSD with maximum 18TB 
volume. The maximum data transfer rate of USB 3.0 is about 
5Gbps.

- The maximum data transfer rate is around 5Gbps.
- Compliant with Universal Serial Bus 3.0 Specification revision 1.0.
- Compliant with Universal Serial Bus 2.0 Revision.
- Compliant with Serial Bus ATAII Specification 1.0 Version.
- Compatible with 2.5’’, 3.5’’ HDD & 2.5’’ SSD.
- 2 X US B3.0
- 2 X SATA III
- Offline clone
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- Microsoft windows 10, 8, 8.1, 7, Vista, XP
- Mac OS 9, 10, 11 or later
- Linux
- Chrome OS

04 System requirement

USB 3.0 to Dual-Bay SATA Adapter
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Official website: www.wavlink.com
Technical support: support@wavlink.com
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05 Setup
1. Insert the HDD/SSD into the SATA connector and make sure 
    your HDD/SSD is mounted correctly.

3. Connect the USB 3.0 cable to your laptop, then the LED light 
    on the adapter will blink.

4. After you connect the USB 3.0 cable to the laptop, the new 
    disk window may pop up or you have to find it in “This PC” 
    then you can start using it.

5. Please remember to safely remove the USB adapter on your 
    PC/laptop first then remove manually.

Warning
- Please do not damage this product on purpose or crush the 
  device with external force.
- Please do not disassemble this product without the help of 
  professionals.
- Please avoid humid environment.
- Remember to safely remove your disk on laptop/PC first.

2. Plug the adapter in a power outlet. and connect it to the 
    sata adapter.


