WAVLINK

Quick Start Guide

»» 5000ft Wireless HDMI Extender
PROAV WH5000
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Introduction

1. PROAV WH5000 transmits the HDMI Video through walls with ease.
2. The transmission distance covers LOS 5,000 feet(1.5km).

3. Connect your set-top box to Transmitter, and change channels with an
IR remote control by pointing at Receiver IR sensor.
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4. The transmitter can transmit the HD Video to max 4 RXs.
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How to set up

1. Attach antennas to TX and RX respectively.

2. Plug the power adapter of TX in a power outlet.

3. Connect the IR blaster cable to IR OUT of TX (Optional).
4. Connect an HD AV device to HDMI IN of TX.

5. Connect an HD TV to HDMI OUT of TX (Optional).

* USB ports on TX and RX are used for firmware update only.
* USB port has 5V/1.5A power output. If you use USB HDMI source like
Google Chromecast, you can use it for power input.
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6. Plug the power adapter of RX in a power outlet.
7. Connect the IR Sensor Extender Cable to IR IN of RX (Optional).
8. Connect your HDMI monitor to HDMI OUT of RX.

9. If you have a VGA monitor, connect your monitor to VGA and AUDIO
OUT of RX respectively.

10. Your RX will search wireless signal from TX automatically.If it works

normally, POWER LED(RED) is ON and STATUS LED(GREEN) is
flashing slowly.
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If you need to use your set-top box; here is what you
need to do :

« Attach the IR blaster cable to IR OUT of TX.

* Connect your set-top box to HDMI IN of TX.

¢ Connect the Sensor Extender Cable to IR IN of RX.
* Change channels via your IR remote control.
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Function buttons operation and LED lights status.

Mode button Status LED
Normal Mode - Flashing Slowly
Change WiFi Channel (TX) press and hold for 2 sec Flashing Slowly
WiFi Calibration Mode (TX) ~ press and hold for 3~5 sec Flashing Fast
Pairing Mode press and hold for 6~10 sec Flashing Fast

1 x Wireless Transmitter 2 x Power Adapters

1 x Wireless Receiver 4 x Wireless Antennas
1 x IR Blaster Cable (Transmitter) 1 x HDMI Cable

1 x IR Sensor Extender Cable (Receiver) 1 x Quick Start Guide

* Range, quality and signal may vary depending on environment;
solid objects such as steel, concrete and brick may cause shorter
distances or evene complete loss of signal.

* For more detailed information, please refer to FAQ of www.wavlink.com.




